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In tihe Claims : 

1, (Currently Amended) An aircraft in-flight 
entertainment system comprising: 

a satellite television (TV) receiver; 

a plurality of seat electronic boxes (SEBs) spaced 
throughout the aircraft; 

a plurality of at leapt one passenger video displays 
^ - eg>l - a - y connected to said Gatcllito TV rocoivor plurality of 
SEBs ; -a^id 

a processor connected to said satellite TV receiver for 
determining a component malfunction condition 
within said satellite TV receiver, and 

generating responsive thereto a 
substitute image on said plurality of at Icaot one 
passenger video di splay s di-s - p - l - a r y rather than permit 
display of an undesired image which would otherwise be 
produced, the component malfunction being independent 
of a strength of a signal received at said satellite TV 
receiver ; and 

a storage device connected to said processor for 
storing the substitute image . 

2. (Original) An aircraft in-flight entertainment 
system according to Claim 1 wherein said satellite TV receiver 
comprises a direct broadcast satellite (DBS) receiver. 

Claims 3 and 4 (Cancelled) * 
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5- (Original) An aircraft in-flight entertainment 
system according to Claim 1 wherein the undesired image is a 
degraded program image. 

6. {Original) An aircraft in-flight entertainment 
system according to Claim 1 wherein the undesired image is 
default text message image. 



Claims 7-9 (Cancelled) . 



10. (Currently Amended) An aircraft in-flight 
entertainment system according to Claim 1 wherein said plurality 

of -at — leaot one passenger video displays display comprises a 
plurality of passenger seatback video displays • 

11. (Currently Amended) An aircraft in-flight 

entertainment system according to Claim 1 wh o r e in s -a- id-a t least 

en e pa -g -s - enger video dioploy comprise-g- a-p - lurality of paoocngcr 

■ ^^ ■ (^eo displays f and further comprising: 

a plurality of signal distribution devices; and 
a cable network connecting said satellite TV receiver 
to said signal distribution devices, and connecting said signal 

distribution devices to said plurality of SEBs paosongor - video 

displays ■ 
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12. (Original) An aircraft in-flight entertainment 
system according to Claim 1 wherein the aircraft is a narrow-body 
aircraft having a single passenger aisle. 

13* (Currently Amended) An aircraft in-^f light 
entertainment system comprising: 

a satellite television (TV) receiver; 

a plurality of seat electronic boxes (SEBs) spaced 
t hroug h the aircraft; 

a plurality of passenger video displays connected to 
said patcllitc TV rocQivor plurality of SEBs ; and 

a processor connected to said satellite TV receiver for 
determining 

a weak, received signal strength condition and 
a component malfunction condition within said satellite 
TV receiver, and 

generating responsive thereto a 
substitute image on said plurality of passenger video 
displays prior to display of an undesired image which 
would otherwise be produced, the component malfunction 
being independent of a strength of a signal received at 
said satellite TV receiver ; an d 

a storage device connected to said processor for 
storing the substitute image * 

14. (Original) An aircraft in-flight entertainment 
system according to Claim 13 wherein said satellite TV receiver 
comprises a direct broadcast satellite (DBS) receiver, 
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15* (Original) An 
system according to Claim 13 
degraded program image. 

16. (Original) An 
system according to Claim 13 
default text image* 



aircraft in-flight entertainment 
wherein the undesired image is a 

aircraft in^-flight entertainment 
wherein the undesired image is 



Claim 17 (Cancelled) . 



18. (Original) An aircraft in-^f light entertainment 
system according to Claim 13 wherein said satellite TV receiver 
generates a plurality of individual video channels; and wherein 

said processor determines the undesired condition for each of the 
individual video channels. 



19, (Original) An aircraft in-flight entertainment 
system according to Claim 13 wherein said satellite TV receiver 
generates a plurality of video channels; and wherein said 
processor determines the undesired condition for the plurality of 
video channels. 



20. (Currently Amended) An aircraft in-flight 
entertainment system according to Claim 13 further comprising: 
a plurality of signal distribution devices; and 
a cable network connecting said satellite TV receiver 
to said signal distribution devices, and connecting said signal 
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distribution devices to said plurality o£ SEBs p a is^^ ^ ^^^ 

i g . A .'l.j i.j)fr!f.Y ! 7t i.rl.m- ^uX T / jiB 3- 

21* (Original) An aircraft in-flight entertainment 
system according to Claim 13 wherein the aircraft is a narrow- 
body aircraft having a single passenger aisle. 

22. (Currently Amended) A method for operating an 
aircraft in"-flight entertainment system comprising a satellite 
television (TV) receiver, a plura lit y of seat electronic boxes 
(SEBs) spaced throughout the aircraft, and a plurality of et- 
loQOt one passenger video dioplay displays connected to the 
plurality of SEBs oatellitc tclovioion rccQivcr , the method 
comprising: 

operating a processor connected to the satellite TV 
receiver for determining a weak received signal strength 
condition and a component malfunction condition within the 
satellite TV receiver, the component malfunction being 
independent of a strength of a signal received at the satellite 
TV receiver; and 

generating a substitute image responsive to the 
determining on the plurality of at leaot one passenger video 
displays dioplay rather than permit display of an undesired image 
which would otherwise be produced , with the substitute image 
being stored in a storage device connected to the processor . 
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23 • (Original) A method according to Claim 22 wherein 
the satellite TV receiver comprises a direct broadcast satellite 
(DBS) receiver. 

Claims 24 and 25 (Cancelled) . 

26. (Original) A method according to Claim 22 wherein 
the undesired image is a degraded program image. 

27, (Original) A method according to Claim 22 wherein 
the undesired image is default text message image. 

Claim 28 (Cancelled) . 

29. (Original) A method according to Claim 22 wherein 
the satellite TV receiver generates a plurality of individual 
video channels; and wherein determining comprises determining the 
undesired condition for each of the individual video channels. 

30- (Original) A method according to Claim 22 wherein 
the satellite TV receiver generates a plurality of video 
channels; and wherein determining comprises determining the 
undesired condition for the plurality of video channels* 

31. (Original) A method according to Claim 22 wherein 
the aircraft is a narrow-body aircraft having a single passenger 
aisle . 
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